19990209.ba v02_n423.bam.990209 v02_n424.bam.990209

>From ???@??? Tue Feb 09 12:30:46 1999
Message-Id: <199902090738.BAA12448@sco.theporch.com>
Date: Tue,  9 Feb 1999 01:37:08 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2423

			    BOATANCHORS Digest 2423

Topics covered in this issue include:

  1) RE: Does a 6293 = 6146?
	by Tom Norris <badger@telalink.net>
  2) RE: Beryllium
	by "Seaton, Tony " <Tony.Seaton@turner.com>
  3) Re: 1V2s
	by Tom Norris <badger@telalink.net>
  4) Re: Tube question
	by dma@islandnet.com
  5) Electronic haunts in MPLS / St. Paul?
	by "Thomas  A. Adams" <103360.2133@compuserve.com>
  6) Re. WW2 radio scenario...
	by "Thomas  A. Adams" <103360.2133@compuserve.com>
  7) 75A1 question
	by Mike Kana <cosmo224@execpc.com>
  8) Panel refinishing
	by Bob Login <jlogin@gville.mindspring.com>
  9) Re: Tube question
	by John M Iverson <jackiv@juno.com>
 10) RECTIFIERS
	by John M Iverson <jackiv@juno.com>
 11) Re: 75A1 question
	by Michael M Oxenreider <wb3ctc@juno.com>
 12) IMPORTANT: READ THIS NO MATTER WHAT!!!!!
	by listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists)
 13) Old TV anyone
	by "James D. Mayfield" <kb9bnr@revealed.net>
 14) Re: HAPPY99.exe attachment IMPORTANT!!
	by "Barry L. Ornitz" <ornitz@tricon.net>
 15) Powerstat Var. Trans. questions
	by Zapbailey@aol.com
 16) Re: RECTIFIERS
	by Charles Ring <charlesr@infonline.net>
 17) Re: Powerstat Var. Trans. questions
	by "Arden Allen" <gumbear@pacbell.net>
 18) RE: Does a 6293 = 6146?
	by Ralph Parker <rparker@istar.ca>
 19) Re: WW2 Spy Novel
	by Kargokult@aol.com
 20) Re: WW-II Radio scenario help needed by author
	by Kargokult@aol.com
 21) Re: RECTIFIERS
	by Scott Robinson <spr@earthlink.net>

----------------------------------------------------------------------
Message-Id: <3.0.5.32.19990208181115.00a76c60@mail1.telalink.net>
Date: Mon, 08 Feb 1999 18:11:15 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <badger@telalink.net>
Subject: RE: Does a 6293 = 6146?
Cc: <esieb@gmsiworld.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Ed Sez:

>The 6293 is a ruggedized version of the 6146 and I believe designed for
pulse applications.
>It is considered a more rugged and robust version of a 6146.  
>This one is a "sleeper", in that one sometimes sees it at hamfests, often
offered for next-to nothing,
>and easily passed up by the unwary.  I grab all I  find.   

Is it 6.3 or 12 volt fils? 6.3 I hope????
I can't find it in any of my literature, most go from
6287 to 6299 with nothing n between. Is it closer to a 6146A
or 6146B in characteristics? Need to get a set for my KWM-2
if they will work properly.


Tom KA4RKT

------------------------------
Message-Id: <199902090034.TAA22070@smtpgw2.turner.com>
From: "Seaton, Tony " <Tony.Seaton@turner.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "\"boatanchors@sco.theporch.com\" " <boatanchors@sco.theporch.com>
Subject: RE: Beryllium
Date: Mon, 8 Feb 1999 19:29:00 -0500 
MIME-Version: 1.0
Content-Type: text/plain

     Looks like the eco-doomsayers are at work again.MOST CERAMIC TUBES AND 
     SOCKETS USED BY HAMS DO NOT CONTAIN BERYLLIUM OXIDE.
     The following Eimac/CPI tubes or sockets do contain BeO:
     
     CV-8051, SK-3010, SK-3012, SK-3020, SK3040, SK-3060, SK3064, SK-3080, 
     4CS250R, Y621B and some Klystrodes.
     
     BeO can be found in the Signal One CX7 and some commercial amps.
     
     Busting an 8877 or any of the CX tubes will NOT kill you unless you 
     cut yourself and bleed to death.
     
     Someone must be listening to too much propaganda from the eco-gustapo. 
     If one takes all the over-reaction from Washington to heart then its a 
     small wonder that there are any hams alive over 40 years old what with 
     Carbon Tet, MEK, PCB's and radium in wide use in the past.
     
     Caution is certainly a virture but paranoia and the spreading of same 
     is a sin.
     
     Tony  W4SX


______________________________ Reply Separator
_________________________________
Subject: Beryllium
Author:  "Morris Odell" [SMTP:morriso@vifp.monash.edu.au] at TBSCENTRAL
Date:    2/7/99 11:34 PM


Hi all,
     
Arden Allen wrote:
     
> > > DO NOT DISASSEMBLE any ceramic tube.  The ceramic material is made
with 
> > > Beryllium and the ceramic dust is highly toxic!
     
> I've run into various VHF power amp transistors fabricated with beryllium 
> oxide and read all the warning signs and labels.  The ceramic is very
> stable stuff and not dangerous to handle when doing ordinary installation 
> and removal of devices.  If for some unfortunate reason you have to work
> with broken BeO, it's not so much dust (unless you grid the stuff) you
have 
> to worry about but a possible tiny sliver of the stuff penetrating the
skin 
> and getting into the blood stream.  It's poisonous and a very small amount

> can kill you.
     
I don't know about the risk if it gets into the bloodstream, but 
Beryllium dust is extremely toxic when inhaled. It sets up an 
inflammatory reaction in the lungs. This leads to progressive pulmonary 
fibrosis where the lungs scar up and lose the sponginess essential to 
their function. You die of slow suffocation. It's a bit like asbestos in 
this regard but apparently much more toxic. A minute amount is enough to 
trigger the process and there is precious little treatment short of lung 
transplantation. Those of you who have worked in the nuclear industry 
will know that beryllium exposure in those places is controlled with the 
same thoroughness as exposure to radioactive materials with glove boxes, 
disposable clothing and respirators etc.
     
Be careful folks! We have a dangerous hobby and it's all too easy to get 
blase about it.
     
73 de Morris VK3DOC

------------------------------
Message-Id: <3.0.5.32.19990208183353.00a75a90@mail1.telalink.net>
Date: Mon, 08 Feb 1999 18:33:53 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <badger@telalink.net>
Subject: Re: 1V2s
Cc: william@ans.net
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Used as a TV focus rectifier.

Specs according to GE:

Fil .625 ( yes POINT 625 ) volts at .3 amps
Voltage drop @ 7 ma DC of 135 volts ( Yes, that was drop.... )
Max DC + Peak 8250 volts at .6 ma avg, 11 ma peak 
Duty Cycle 15% according to Sylvania

Not a really useful BA tube, unless you are repairing older BA TV's.

73

Tom





At 12:14 PM 02/08/1999 -0500, you wrote:
>I have a bunch of 1V2 tubes. These look like they ought to fit it in the
>whole battery tube category, but looks to be for high voltage (-ish)
>applications.
>
>Are these useful for anything? Should they get shelved with all of those
>damn Compactrons I will mever use? Does anyone need any?
>
>Note, _Tube_Lore_ has nothing to say...
>
>William Donzelli
>william@ans.net
>
>

------------------------------
From: dma@islandnet.com
Message-Id: <m10A1dk-000Ku2C@mail.islandnet.com>
Date: Mon, 08 Feb 1999 17:08:21 -0800
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Tube question
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 01:04 AM 02/08/99 -0600, John M Iverson wrote:
>morris et all     I have an 83  in a GE box.  the tube itself is marked
>GE  83,  the internals are just as you described.  do we have a tube guru
>out here to tell more?? jack

Well the 83 is a mercury vapor rectifier - Hickok tube testers used them -
and these are very much like an 80 on steroids, performance-wise. So maybe
Morris Odell's 'odd' 5V4G is also mercury vapor - where you'd not expect a
cathode. Still doesn't solve the issue of the nomenclature - but then one
of my tube manuals doesn't mention that the 83 is mercury vapor and another
one (and the Hickok manual) does. And there's the 83-V which is a "high
vacuum" version!

Jan Skirrow, VE7DJX

Duncan, British Columbia, Canada

------------------------------
Date: Mon, 8 Feb 1999 20:34:06 -0500
From: "Thomas  A. Adams" <103360.2133@compuserve.com>
Subject: Electronic haunts in MPLS / St. Paul?
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199902082034_MC2-69A2-8E5C@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset=us-ascii
Content-Disposition: inline

Greetings, Troops!

Gonna be in the Twin Cities for a couple of days, and will have some time
to kill. 

Anyone know of any BA type hangouts over there to check out?

                                                                           
         73's,

                                                                           
                       Tom, W9LBB

            

------------------------------
Date: Mon, 8 Feb 1999 20:34:08 -0500
From: "Thomas  A. Adams" <103360.2133@compuserve.com>
Subject: Re. WW2 radio scenario...
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199902082034_MC2-69A2-8E5D@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset=us-ascii
Content-Disposition: inline

Hello Bobbi!

Re. the feasability of long range spy communication with low power on HF...

Boy, did you open the ol'  can o' worms on THAT one!  <<grin>>

Besides the well known and documented (and quite successful) low power
radio networks controlled by Bletchley Park and it's huge receive antenna
sites (a rhombic on the receiver can make up for a LOT of improv at the
transmitter end!), there are the lesser known USSR agents in Nazi Germany
and England who did low power contacts over several thousand miles back to
Mother Russia on a regular basis.

In the hypothetical case we're talking here...   it wouldn't have been
necessary for a US based French operative to span the Atlantic...   good
thing too, because I can't imagine the Maquis underground setting up
elaborate high gain receiving antennas under the noses of occupying forces.

How about Martinique, down south of the Windward Passage? From Wisconsin
I've spanned that gap on both 7 and 14 MHz CW with low power, and that site
had definite intrigues and underground activity going during WW2, of both
the Free French and Vichy flavors. It would make an excellent
communications relay base, and probably did.

Another possibility is St. Pierre and Miquelon, French territory just off
Nova Scotia. That one is within 6 metre AM range of New York City with a
fair to middlin' tropo bending band opening. Another not too bad commo
relay site.

Another possibility is cooperation with the British cloak and dagger folks,
who were playing games in North America with the tacit approval of the US
("Wild Bill Donovan; The Last Hero", by Anthony Cave Brown); "A Man Called
INTREPID" (William Stevenson) cites a BIG British commo site somewhere in
Ontario (on the shores of Lake Erie, in an underground bunker at a British
cloak and dagger training site) called ASPIDISTRA, set up in case England
fell, for the purpose of maintaining contact with a British Isles
underground resistance force. Supposedly, ASPIDISTRA was known to the
Ontario locals as a Canadian Broadcasting Corporation relay site. BIG
antennas, and BIGGER transmitters, more than powerful enough to put a
respectable signal into Occupied France.

The Lady's novel plot is do-able...   if constructed carefully.


                                                                           
                                     73's,

                                                                           
                                                   Tom, W9LBB

------------------------------
Message-ID: <36BF956A.58128499@execpc.com>
Date: Mon, 08 Feb 1999 19:54:51 -0600
From: Mike Kana <cosmo224@execpc.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: 75A1 question
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Greetings all

I have a 75A1 I am planing on doing some work on.  One strange problem
with it
is that when you tune up the band, about mid dial, something goes into
oscillation
and pins the meter.  You can still hear signals below the oscillation
signal when
a speaker is connected to the rig.  Tune back down below the particular
point
and the oscillation quits and you can hear signals ok.  How Bizarre...
I plan to do a tube pull and see if I can isolate the problem.  Any
thoughts or
troubleshooting tips would be appreciated.

Tnx es 73
Mike Kana
AA9IL

------------------------------
Message-Id: <199902090207.VAA00956@smtp2.mindspring.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Mon, 08 Feb 1999 21:04:23 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Bob Login <jlogin@gville.mindspring.com>
Subject: Panel refinishing

Hi fellow BAers- Working on a SP600 with panel that needs refinishing.
Is there detailed info on how to repaint and letter or is there someone out
there who does this type of work?  Tnx...Bob, AA8A

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: jackiv@juno.com, boatanchors@theporch.com
Date: Mon, 8 Feb 1999 20:16:32 CST
Subject: Re: Tube question
Message-ID: <19990208.201908.10334.0.jackiv@juno.com>
From: John M Iverson <jackiv@juno.com>

As a mention, I am very aware of mercury vapor rectifiers.  my comment
was to re-enforce the odd filament  description of his 5V4.  the '83'
that i have is definitely a  hi-vac device , not Hg    jack
Jack Iverson    K0EWU    jackiv@juno.com
ARRL,  IEEE LM,  RCA, AMI, ARCI, QCWA

On Mon, 08 Feb 1999 17:08:21 -0800 dma@islandnet.com writes:
>At 01:04 AM 02/08/99 -0600, John M Iverson wrote:
>>morris et all     I have an 83  in a GE box.  the tube itself is 
>marked
>>GE  83,  the internals are just as you described.  do we have a tube 
>guru
>>out here to tell more?? jack
>
>Well the 83 is a mercury vapor rectifier - Hickok tube testers used 
>them -
>and these are very much like an 80 on steroids, performance-wise. So 
>maybe
>Morris Odell's 'odd' 5V4G is also mercury vapor - where you'd not 
>expect a
>cathode. Still doesn't solve the issue of the nomenclature - but then 
>one
>of my tube manuals doesn't mention that the 83 is mercury vapor and 
>another
>one (and the Hickok manual) does. And there's the 83-V which is a 
>"high
>vacuum" version!
>
>Jan Skirrow, VE7DJX
>
>Duncan, British Columbia, Canada
>

___________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com/getjuno.html
or call Juno at (800) 654-JUNO [654-5866]

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 8 Feb 1999 20:35:17 CST
Subject: RECTIFIERS
Message-ID: <19990208.203625.10334.3.jackiv@juno.com>
From: John M Iverson <jackiv@juno.com>

 to expand on the rectifier thread, i will say that the mercury vapor
devices , such as the 83 and 82 for the consumer market as well as the
low power ham and commercial market are very low drop rectifiers.  the
typical voltage drop is 15 volts.  be it high current or low.  this is
due to the ionization voltage of mercury vapor. ( barry, where are you?) 
 to see a high vacuum tube with the 83 nomenclature was a bit confusing. 
especially since there was not a bit of evidence of mercury in the
envelope.  any others out there ??  jack
Jack Iverson    K0EWU    jackiv@juno.com
ARRL,  IEEE LM,  RCA, AMI, ARCI, QCWA

___________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com/getjuno.html
or call Juno at (800) 654-JUNO [654-5866]

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Mon, 8 Feb 1999 22:23:10 -0500
Subject: Re: 75A1 question
Message-ID: <19990208.222312.-244719.4.WB3CTC@juno.com>
MIME-Version: 1.0
Content-Type: text/plain
Content-Transfer-Encoding: 7bit
From: Michael M Oxenreider <wb3ctc@juno.com>

Hi Mike,
Do You have the bottom cover screwed on tightly with all the screws?
If you don't try tightening all the screws and even adding star washers.
The 75A1 is very prone to talk to itself if the bpttom cover is off or
loose.
73 Mike

On Mon, 08 Feb 1999 19:54:51 -0600 Mike Kana <cosmo224@execpc.com>
writes:
>Greetings all
>
>I have a 75A1 I am planing on doing some work on.  One strange 
>problem
>with it
>is that when you tune up the band, about mid dial, something goes 
>into
>oscillation
>and pins the meter.  You can still hear signals below the oscillation
>signal when
>a speaker is connected to the rig.  Tune back down below the 
>particular
>point
>and the oscillation quits and you can hear signals ok.  How 
>Bizarre...
>I plan to do a tube pull and see if I can isolate the problem.  Any
>thoughts or
>troubleshooting tips would be appreciated.
>
>Tnx es 73
>Mike Kana
>AA9IL
>
>

------------------------------
Message-Id: <199902090457.WAA23919@jackatak.theporch.com>
From: listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: IMPORTANT: READ THIS NO MATTER WHAT!!!!!
Date: Mon, 8 Feb 1999 22:57:07 -0600 (CST)

Gang-

This has been a bitch of a week, and it is only Monday.

The moon was full several days ago...

What is wrong here?

Two people have sent attachments through the list, and that is a 
generally known NO-NO for *ANY email list...

This will be brutally brief and direct:

Next person who attaches ANYTHING to a post to the Boatanchors list is 
HISTORY, GONE, KAPUT!

There will be *NO* excuses, *NO* "it was a mistake," because it sure 
was, and it cost you being part of the list...

I hope I am CRYSTAL clear!

I have asked politely until I am blue in the face about being 
considerate of the other 700+ folks on the list, I have asked you to 
edit out the included text in a reply post, I have asked that you not 
send HTML through the list.

All it has gotten me, is mad...

Behave, or begone... Draconian seems to work better, even though I 
hate it! Sheesh!
--
73
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - -
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"

------------------------------
Message-Id: <3.0.32.19990208230843.00b8001c@revealed.net>
Date: Mon, 08 Feb 1999 23:08:50 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "James D. Mayfield" <kb9bnr@revealed.net>
Subject: Old TV anyone
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Guys, a few months back, I saved tons of good stuff from going to the dump,
part of this stuff included a 1949 (Working) Philco TV, 5 inch round
screen. Along with lots of NOS TV parts, repair manuals and test gear. I am
looking for someone why would like all this stuff for little of nothing.
It's in my way, and if it is not picked up soon I am going to have to send
it to the dump. This would be a real shame, as I am sure somewhere there is
a guy who collects this stuff, who would die for what I have. If you know
someone are if you are interested please respond, I cant ship it, but I
would be willing to drive a ways to meet you. I am 160 SW of Chicago, in
Moline, Illinois..

73 Dave

*********************************************
Dave Mayfield KB9BNR         
Personal Web Page   				     
http://home.revealed.net/qste/bnr/index.html 

------------------------------
From: "Barry L. Ornitz" <ornitz@tricon.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Boatanchors Mailing List" <boatanchors@theporch.com>
Subject: Re: HAPPY99.exe attachment IMPORTANT!!
Date: Tue, 9 Feb 1999 00:13:33 -0500
Message-ID: <01be53ea$f07b07c0$d24562d8@ornitz.dpnet.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Good advice, John.

I never run an executable file without first scanning it - as I did this
one.  Norton Antivirus said it was fine.  But it was not.  I checked my
last update which was about three weeks ago.  So I did a "live update"
again.  This time the HAPPY99.EXE definitions were there.  So this is a
very recent worm.

Thanks for the warning.

        73,  Barry L. Ornitz     WA4VZQ     ornitz@tricon.net

For those interested, Norton Antivirus gives the same procedure to remove
the worm as John's reference did.

John Brewer wrote:
>This rang bells with me, and indeed seems to be a known virus
>(see, for example any of the search engine entries for happy99.exe
>or http://www.pspl.com/trojan_info/win32/happy99.htm for example).

------------------------------
From: Zapbailey@aol.com
Message-ID: <f7e4f8a4.36bfc956@aol.com>
Date: Tue, 9 Feb 1999 00:36:22 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Powerstat Var. Trans. questions
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

Hello-

      For the price of fifty bucks, I am now the proud owner of a Powerstat
Variable Autotransformer. Its former owner offered me four choose from- being
rather green, I went for what I thought was the best dollar/pound (as in lbs.)
ratio- this thing is big! Now I'm worried I may have made some mistakes in my
choice, so now I'm about to ask some rather elementary questions-sorry...

1. On the plate on the side of this thing are the following ratings: 2.5 kva,
9 amps.  Using standard 120, is this too big to use to cook old radios? Will I
black out the neighborhood? Which of these two values are used or put out by
the xfmr?

2. There are 7 binding posts on the back where you can get different voltage
ranges, and then 2 tables listing the various combinations- one is listed as
"Bench Mount" and the other as "Panel Mount". Each of the two tables describe
two different combinations for the same voltage ranges- what's the difference
between the two categories?
 
3. On the voltage range table, one choice is "IN-240, OUT- 0-240", so natually
if I put in 120, out will come 0-120, right? This choice isn't available.

 In six months more of reading, I could probably have figured these things out
for myself, but since I can go back and exchange this xfmr for a smaller one,
it's a time sensitive issue. Thanks in advance,


Art Bailey

------------------------------
Message-ID: <36BFD0B9.DCA85C26@infonline.net>
Date: Tue, 09 Feb 1999 01:07:54 -0500
From: Charles Ring <charlesr@infonline.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: RECTIFIERS
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit



John M Iverson wrote:

>  to expand on the rectifier thread, i will say that the mercury vapor
> devices , such as the 83 and 82 for the consumer market as well as the
> low power ham and commercial market are very low drop rectifiers.  the
> typical voltage drop is 15 volts.  be it high current or low.  this is
> due to the ionization voltage of mercury vapor. ( barry, where are you?)
>  to see a high vacuum tube with the 83 nomenclature was a bit confusing.
> especially since there was not a bit of evidence of mercury in the
> envelope.  any others out there ??  jack
> Jack Iverson    K0EWU    jackiv@juno.com
> ARRL,  IEEE LM,  RCA, AMI, ARCI, QCWA
>

Another concern here is MV tubes in consumer or any portable uses (e. g.
tube testers): we all know that 866's and the like have to be kept upright
at all times or else need to be pre-heated all over again. Is the 83 somehow
different?


Charles Ring, W3NU
ARRL, QCWA, CSRE


------------------------------
Message-Id: <199902090608.WAA23084@mail-gw2.pacbell.net>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Powerstat Var. Trans. questions
Date: Mon, 8 Feb 1999 22:12:44 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Hi Art;

> 1. On the plate on the side of this thing are the following ratings: 2.5
kva,
> 9 amps........

The usual connections should result in a 0-140 output voltage range for 115
(or so) volts input.  You are right, a 240 volt variac will work OK on 120
volts although there will be a slightly greater drop with load because of a
higher winding resistance, nothing to worry about though, the only
transformer action is for the difference between the input voltage and
output voltage.  A 9 amp variac will do good service in bringing up old low
power transmitters, a 2.5 or 5 amp variac is sufficient for receivers.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <3.0.5.32.19990208220949.0079f8a0@istar.ca>
Date: Mon, 08 Feb 1999 22:09:49 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Ralph Parker <rparker@istar.ca>
Subject: RE: Does a 6293 = 6146?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

>>The 6293 is a ruggedized version of the 6146 and I believe designed for
>pulse applications.
>
>Is it 6.3 or 12 volt fils? 6.3 I hope????

Sibley sez: 6293 - Beam power tube, 6146 for pulse-modulator use,
		10 W, 350 V, 3 A peak 

Ralph, VE7XF

------------------------------
From: Kargokult@aol.com
Message-ID: <16ac7952.36bfd88f@aol.com>
Date: Tue, 9 Feb 1999 01:41:19 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re: WW2 Spy Novel
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

In a message dated 99-02-08 09:35:07 EST,
Jderm740@aol.com writes:

> If you read a copy of "The Game of the Foxes" by Ladslo Farago you will se
>  tales of German spies infiltrated into countries of Europe and the US,
prior
>  to the outbreak of hostilities, in which the spies made their own 
> transmitters
>  from readily available parts purchased from local radio stores. They had
>  training and plans and assembled what they needed when they got to where 
> they
>  were assigned. 

---not always the case. L. Farago's accounts tho interesting are based 
mainly on secondary information, if i recall correctly. I am aware of one
and likely 2 sets used on Eastcoast N. America that were standard
German military radios ( one from an unimpeachable source, one 
unverified but most likely veracious); also the So. Carolina Signal Corps
Museum has a standard German agent set taken in the USA by the 
FCC. In these 3, the equipment provided complete receive & transmit
facility at about 25 watt power level.
hue miller ka7lxy

------------------------------
From: Kargokult@aol.com
Message-ID: <122cd2e3.36bfdd53@aol.com>
Date: Tue, 9 Feb 1999 02:01:39 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re: WW-II Radio scenario help needed by author
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

In a message dated 99-02-08 05:31:44 EST, 
hbreuer@primus-online.de writes:

> 
>  I remember reading something about US hams picking up transmissions 
>  on 10m originating from Rommel's Africa Corps. This was prior to the
>  US entering the war. I probably read it in CQ about 2 or 3 years ago.
>  The author was not sure if a contact was made.

---This appeared as an article besides, in Popular Communcations, 
around 1983. It seems only one site in NA reported hearing this, i 
believe a town in New Hampshire. This was probably an interesting
diversion for a country that had too much manpower and needed
war activity roles for everyone, but i doubt if anything of any value
was gained by listening to tactical communications, semi-vhf, at 
a remove of 2000 some miles.
BTW, i'll be sure to remember that article for a long time. at the 
time i was working nights, and as i remember those years as
thru a fog, i recall i was very often short on brake fluid. i wrote
Tom McCahill a letter castigating him for PC's use of what i 
called bogus graphics - like a photo of NATO tanks in the above
article, or a photo of chinese teenagers in an electricity class
illustrate an article on the Chinese Military. Little did i know that 
Uncle Tom every month choose a few antagonistic readers to 
lock horns with. So to my surprise i recieved a 3 page closely
typed letter pointing out that i wasn't qualified to be a photo
editor, and didn't own a yacht and a TransAm as results of my
own success - all of which is true. Wish i had kept that letter.
Might have become a collectible, to appear in the pages of some
future article on antique radio in some radio magazine.
I've seen other interesting tidbits of mentions of wartime dx.
TBS transmissions ( 50 - 75 mc/s ) from the Atlantic heard in 
the Pacific ( CQ mag.).  USA FM broadcast heard in Pacific
over those pushbutton tank radios ( Worldradio Mag.). Coast-to-
coast talk over BC-222 walkie talkies ( via veteran ). Atlantic SOS's
heard on Pacific Coast ( via veteran ). British battle communications
QRM'd by USA hams ( Short Wave Mag., U.K. ). West Coast 
trainees on pushbutton tank radios hearing Russian language
(via veteran).
hue miller ka7lxy

------------------------------
Message-Id: <v03007803b2e58dff9062@[208.255.75.174]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Mon, 8 Feb 1999 23:05:24 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Re: RECTIFIERS

>John M Iverson wrote:

>
>Another concern here is MV tubes in consumer or any portable uses (e. g.
>tube testers): we all know that 866's and the like have to be kept upright
>at all times or else need to be pre-heated all over again. Is the 83 somehow
>different?


and Scott sez:

Well, they are horizontal in Hickok tube testers and no preheat is
required, although generally I turn the tester on before I start dialing up
switches, giving it about 30-60 seconds warm up.

My HIckoks presently use silicon diodes in this application (yes, this
works correctly; interested parties can email me for detials), but when
they had 83s in 'em I used them the same way.

Regards,



Scott Robinson
spr@earthlink.net

Junque is GOOD for you!

------------------------------

End of BOATANCHORS Digest 2423
******************************


>From ???@??? Wed Feb 10 01:58:32 1999
Message-Id: <199902092120.PAA18280@sco.theporch.com>
Date: Tue,  9 Feb 1999 15:19:48 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2424

			    BOATANCHORS Digest 2424

Topics covered in this issue include:

  1) Re: CR150 Marine Receiver(English)
	by Andre Guibert <aguibert@sympatico.ca>
  2) 1956 was Y2K for tube mfgr.s
	by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop)
  3) Re: WW-II Radio  / Amazons from Venus
	by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop)
  4) RE: Does a 6293 = 6146?
	by Ed Sieb <esieb@gmsiworld.com>
  5) Re: Tube question
	by William Donzelli <william@ans.net>
  6) Re: 1956 was Y2K for tube mfgr.s
	by William Donzelli <william@ans.net>
  7) RE: HAPPY99.exe attachment (long)
	by "Owens, Clarence" <owensc@nebeng.otis.com>
  8) Re: Powerstat Var. Trans. questions
	by ail0@lehigh.edu (ARTHUR I. LARKY)
  9) Re: 1956 was Y2K for tube mfgr.s
	by John Shriver <jas@shiva.com>
 10) Re: WW-II Radio scenario >>>==> She thanks us!
	by "Roberta J. Barmore" <rbarmore@indy.net>
 11) WTB - Audio couplet PC91 for Globe King 500C
	by W4UOC@aol.com
 12) Re:      KWM2 PA Load Trimmer
	by k5jv@vonl.com (Lon W. Cottingham)
 13) ADMINISTRIVIA: No More Reposts
	by listown@jackatak.theporch.com (Mail List Owner)
 14) RE: Tube question
	by "Ed Tanton" <n4xy@mindspring.com>
 15) RE: Tube question
	by William Donzelli <william@ans.net>
 16) Rectifiers
	by Scott Robinson <spr@earthlink.net>
 17) Tubes wanted
	by William Donzelli <william@ans.net>
 18) xtal cal wanted
	by Bob Roehrig <broehrig@admin.aurora.edu>
 19) Re: Novels
	by Bill Hawkins <bill@iaxs.net>
 20) Re. HAPPY99.EXE
	by "Thomas  A. Adams" <103360.2133@compuserve.com>
 21) Spies, etc
	by Jderm740@aol.com
 22) Re: WW2 French Agent in US
	by Andre Guibert <aguibert@sympatico.ca>

----------------------------------------------------------------------
Date: Tue, 9 Feb 1999 05:57:20 -0500 (EST)
Message-Id: <199902091057.FAA24783@smtp11.bellglobal.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Andre Guibert <aguibert@sympatico.ca>
Subject: Re: CR150 Marine Receiver(English)


        Bonjour to All

        Lookin for WW2 British Marconi CR150 marine receiver

        schematic.

        Andre
johanne

------------------------------
Date: Tue, 9 Feb 1999 08:27:15 -0500
From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop)
Message-Id: <199902091327.IAA21271@aa4rm.ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: jthanlo@sandia.gov
Subject: 1956 was Y2K for tube mfgr.s

Several AWA sorts were fretting over an "ancient 833" last night.

I picked her up & said she was made Sep. 1966.  Everyone looked
dumbfounded & then I explained what "6639" meant.

Then it dawned on me that there were 3-digit date codes that started in 
1946.  That is, tube from June '46 mighta had 628 on it.  But what
to do when '56 hit?  Simple, 4 digits.

Then they went to 2-letter codes in 70s & don't know it.  Further
I've seen the early 40s codes like 'h3e' explained but can't think of the
reference.  Think 'h3e' meant Aug. 1943 - e plant.  Dunno.

Then came the close-er.

I said the date crazies were at large over Y1.956K then as now -
preaching doom effects like Pierce Arrows turning to giant cabbages.

Conversation returned to catalin volume controls.

------------------------------
Date: Tue, 9 Feb 1999 08:47:42 -0500
From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop)
Message-Id: <199902091347.IAA21289@aa4rm.ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: JTHanlo@sandia.gov
Subject: Re: WW-II Radio  / Amazons from Venus

John 'TQN, remember your suggestion?

==>How about a story where 30 or 40 middle-age radio collectors
   save the planet from an invasion of Amazons from Venus

Let 'em know the hospitality cart is in my driveway.  

Don't say same driveway is a superfund site from the pernicious PCB 
spills out of a bathtub capacitor collection.  

Heart-shaped bathtub capacitors at that..

And mum on fact there'll be newly laid astroturf there.  So-placed for 
OSHA guideline observance on stiletto heel workplace slippage injury.
They'll think we're nuts with regulations here & skip earth.

But "skipping earth" is, perhaps, what YOU want.

My .02

------------------------------
Message-ID: <01BE5409.7C4220E0@esieb.gmsiworld.com>
From: Ed Sieb <esieb@gmsiworld.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Does a 6293 = 6146?
Date: Tue, 9 Feb 1999 08:52:08 -0500
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit

The 6293 is a 6.3V tube. Since it's a more rugged version of a 6146 it's probably closer to
a 6146B than "A".  Let me check my spec sheet and see what they rate the plate dissipation
at - that'll tell you the real answer.

Ed
VA3ES

------------------------------
Date: Tue, 9 Feb 1999 09:16:46 -0500 (EST)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Tube question
Message-Id: <Pine.GSO.3.96.990209091524.15965B-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> As a mention, I am very aware of mercury vapor rectifiers.  my comment
> was to re-enforce the odd filament  description of his 5V4.  the '83'
> that i have is definitely a  hi-vac device , not Hg    jack

Perhaps the tube you have is an 83V - basically an 83 without Mercury.
Perhaps it was mislabled.

William Donzelli
william@ans.net

------------------------------
Date: Tue, 9 Feb 1999 09:22:02 -0500 (EST)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 1956 was Y2K for tube mfgr.s
Message-Id: <Pine.GSO.3.96.990209092011.15965C-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> Then they went to 2-letter codes in 70s & don't know it.  Further
> I've seen the early 40s codes like 'h3e' explained but can't think of the
> reference.  Think 'h3e' meant Aug. 1943 - e plant.  Dunno.

That sounds like the code RCA used from 193(mumble) to 1945. Bro. Pat Dowd
figured it out and wrote a report on it. I bought my copy from AES.

William Donzelli
william@ans.net

------------------------------
Content-return: allowed
Date: Tue, 09 Feb 1999 09:18:00 -0500
From: "Owens, Clarence" <owensc@nebeng.otis.com>
Subject: RE: HAPPY99.exe attachment (long)
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0F6W004N557D6Q@mailman.otis.com>
MIME-version: 1.0
Content-type: text/plain; charset="iso-8859-1"
Content-transfer-encoding: quoted-printable

Hi All,

I just finished installing and running the evaluation copy of Protector =
Plus
to get rid of the results of HAPPY99.EXE.  I did run the HAPPY99.EXE
yesterday and saw today that my computer had been infected.

For those who do not have web access, here is the text from the web =
page
that John gave us the URL for.  It contains instructions for finding =
and
manually removing the  HAPPY99.EXE "Trojan".

73,  Clare  N2RJB
=20
------------------------------------------------------------------------=
----
---------

Information about the happy99, ska Trojan:

Happy99 is a Win32 based Trojan program. When this program is executed =
it
will display some fireworks. Apart from the fireworks display this =
program
will do some other activity in the background without the user's =
permission.
In the background this program will create two files SKA.EXE and =
SKA.DLL. It
will alter WSOCK32.DLL to put its code into that file and keep the =
original
file as WSOCK32.SKA. It can not modify the WSOCK32.DLL file if it is in =
use.
In such a case this program will add an entry to the Windows Registry =
to run
SKA.EXE the next time the computer is booted so that it can do these
modifications. The size of this trojan file is 10000 bytes.

You will not get infected by Happy99 merely by downloading the trojan =
file.
You will have to execute it to get infected.

The modified WSOCK32.DLL has routines to detect the email and newsgroup
postings made by the user. It will send a copy of the SKA.EXE file =
renamed
as happy99.exe to every user or newsgroup to whom the user has sends an
email. Each recipient will get the email only once and the trojan will =
not
send repeat email to the same user. It will send a separate email =
retaining
the subject of the first email with the file as an attachment. The =
trojan
also maintains the file LISTE.SKA which contains the list of all email
addresses and newsgroups to which this file has been sent. The unique
function of this trojan is that it can spread on its own.

Happy99 first apeared in January 1999 and it is reported to have =
affected a
lot of users.

Other names of happy99:

This trojan is also known as win32.ska.a, ska, wsock32.ska and ska.exe.

What is happy99? Trojan, Virus or Worm?

This program can only be classified as a Trojan. It is not a virus as =
it
does not replicate itself. It does not attach itself any other file or
program. It is also not a worm as even though it can spread on its own, =
it
needs to be executed to get control. A worm is capable of spreading and
infecting the target computer on its own. Happy99/Ska is a trojan with =
the
capability to distribute itself.

Removing happy99 from your computer:

You can remove this trojan from your computer by using Protector Plus
antivirus software. Click here to download a 30 day Evaluation Copy of
Protector Plus for your operating system.

You can also remove this trojan manually from your computer. To do =
that,
first check the WINDOWS\SYTEM=A0folder for the presence of these files.

1. SKA.EXE
2. SKA.DLL
3. WSOCK32.SKA


If you find these files then you have been attacked by the Happy99 =
Trojan.
To remove this trojan do the following:

1. Delete SKA.EXE, SKA.DLL and WSOCK32.DLL
2. Rename WSOCK32.SKA as WSOCK32.DLL

Make sure that you have WSOCK32.SKA file before deleting WSOCK32.DLL =
and
ensure that you have renamed this file properly. You may have to close =
your
Browser, Email software, etc. to delete and rename the DLL files.

You will have to use an antivirus software capable of detecting this =
trojan
to ensure that you do not have this file anywhere in your hard disk. =
You can
use Protector Plus for that purpose.


 ----------
From: john
To: Old Tube Radios
Subject: HAPPY99.exe attachment IMPORTANT!!
Date: Monday, February 08, 1999 6:07PM

Someone recently posted a mail message to the list regarding
a SX42. Attached to the message is an executable file named
HAPPY99.EXE.

This rang bells with me, and indeed seems to be a known virus
(see, for example any of the search engine entries for happy99.exe
or http://www.pspl.com/trojan_info/win32/happy99.htm for example).

<snip>

Back to BA's !
/John

------------------------------
Message-Id: <199902091419.JAA96388@ns1-1.CC.Lehigh.EDU>
Date: Tue, 09 Feb 1999 09:19:22 EST
From: ail0@lehigh.edu (ARTHUR I. LARKY)
Subject: Re: Powerstat Var. Trans. questions
To: Old Tube Radios <boatanchors@theporch.com>

Art:

>1. On the plate on the side of this thing are the following ratings: 2.5 kva,
>9 amps.  Using standard 120, is this too big to use to cook old radios? Will I
>black out the neighborhood? Which of these two values are used or put out by
>the xfmr?

If you don't mind the hernia, there is no basic problem with a big one.
The basic rating of an autotransformer has to do with the current carrying
capacity of the windings, so don't exceed 9 amps at any setting.

>2. There are 7 binding posts on the back where you can get different voltage
>ranges, and then 2 tables listing the various combinations- one is listed as
>"Bench Mount" and the other as "Panel Mount". Each of the two tables describe
>two different combinations for the same voltage ranges- what's the difference
>between the two categories?

'Bench mount' vs 'Panel mount': I have one in which you can set the shaft to
either protrude from the top of the dingus or from the bottom.  You just
loosen the set screws and slide it up or down (and then tighten them.)  Then
you can use it right side up or up side down.  This reverses the direction of
rotation so a clockwise rotation of the shaft goes up in voltage one way and
down the other way.

>3. On the voltage range table, one choice is "IN-240, OUT- 0-240", so natually
>if I put in 120, out will come 0-120, right? This choice isn't available.

Yes, but if you don't have 240 or don't expect to use it on 240, why not get a
120 volt one which will be smaller and lighter for the same current rating.
The higher voltage means more copper and iron.

BTW Fair has some whose input is 120 and output is 0-60 volts.  It seems to me
that it would be nice for 'cooking' since going up to half voltage probably is
a good choice.  I've also just made up a setup with a light bulb in series
with an outlet and used that to provide reduced cooking voltage.
No matter what you do, do be careful to ground the case and keep in mind that
an autotransformer is not an isolation transformer.

Art K3HBA

>
> In six months more of reading, I could probably have figured these things out
>for myself, but since I can go back and exchange this xfmr for a smaller one,
>it's a time sensitive issue. Thanks in advance,
>
>
>Art Bailey
>

------------------------------
Date: Tue, 9 Feb 1999 09:58:46 -0500
Message-Id: <199902091458.JAA17633@brill.shiva.com>
From: John Shriver <jas@shiva.com>
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com, jthanlo@sandia.gov
Subject: Re: 1956 was Y2K for tube mfgr.s

A lot of the tube date codes went "closed" (ciphered) in the late
1950's to deal with warranty fraud.

Tube Lore cracks some of the ciphered date codes.

I've never seen anything cracking the cipher of the GE/KenRad "dot
matrix" date codes.

------------------------------
Date: Tue, 9 Feb 1999 10:04:07 -0500 (EST)
From: "Roberta J. Barmore" <rbarmore@indy.net>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: WW-II Radio scenario >>>==> She thanks us!
Message-ID: <Pine.SUN.3.96.990209100315.369B-100000@indy3>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


...As a radio-collecting Amazon from Venus (or somewhere in outer space,
my co-workers claim), I really should object to John's suggestion...  ;)

KB9GKX "RJ"  rbarmore@indy.net   Roberta J. (Bobbi) Barmore
      FISTS #3388 * G-QRP #10001 * ARRL * RSGB * WIA 
   Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys

------------------------------
From: W4UOC@aol.com
Message-ID: <47bce884.36c05a28@aol.com>
Date: Tue, 9 Feb 1999 10:54:16 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: WTB - Audio couplet PC91 for Globe King 500C
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

Does anyone have a Globe King parts rig that would sell me a couplet that
follows the first audio 6SJ7 (couplet PC91).  That would complete the
restoration of my Globe King 500C.

The panel on this Globe King 500C is a bit unusual as it has 5 small knobs on
the RF deck due to the fact that it has the AM-SSB switch on the front,
instead of the rear of the RF deck.  I guess it must be the last version of
the 500C.  It has not been added as it has the original holes and lettering on
the panel.

Tom Koch - W4UOC
8170 Habersham Waters Road
Dunwoody, GA 30350
(770) 730-8136
w4uoc@aol.com

------------------------------
Message-ID: <002301be544e$835c5040$a20adfd0@kingwoodcable.com>
From: k5jv@vonl.com (Lon W. Cottingham)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re:      KWM2 PA Load Trimmer
Date: Tue, 9 Feb 1999 11:06:18 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Herm,

        Adjustment of the loading caps is thoroughly described in all of the
manual I have ever scene  Remember that with the S-line and KWM-II, you are
always running linear.  So, the drive lever is critical, and proportional to
the output level.  A technique that will always work is to advance the drive
until the first indication of grid current is observed.  Try this and see
what plate current you can then get.

        There have been a few service bulletins about the loading caps.
Later production runs had very different cap values than early ones.  If you
have not done the mods, I suggest that you do them.  Also, something that is
often overlooked,  the ARCO trimmer caps are actually the loading caps.  The
large variable that you tune with the front panel is actually just a
trimmer.  That is why its position changes, for 50 ohms on some bands.  Late
editions of the manual explains this very well.   I would suggest that while
you are doing your tests that you use a good, known accuracy, 50 ohm dummy
load.

73 de Lon Cottingham, K5JV

------------------------------
Message-Id: <199902091715.LAA27037@jackatak.theporch.com>
From: listown@jackatak.theporch.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: No More Reposts
Date: Tue, 9 Feb 99 11:15:01 CST

Gang-

This is a reminder that reposting of For Sale or Wanted items from
other internet sources (lists and auctions) is discouraged....
nay prohibited on the BoatAnchors list.

If a BA list member wants to post the item elsewhere and on the BA list,
that creates NO problem. What we are trying to avoid are "seen on EBay"
or "prime rig on xxx list" type posts... Very few BA members limit their
searching to just the BA list!

The problem comes when the poster in the other venue is not asked about
the re-post... without the permission of the poster, problems are
guaranteed, and I do not have the time, the energy, or the desire
to address and deal with the headaches that re-posting causes... I'll
grant you that folks in other venues need to be re-calibrated, but I do
NOT want to referee! ;^)

So, henceforth, let's have NO re-posts from other sources referred to 
the list. Yes, I know this may sound pretty provincial, but those who 
really care have browsers and know where to look, and those who don't, 
probably don't....

I do NOT need the aggravation of someone who posts to a newsgroup and 
then has to fight off the hungry folks from the BA list who want to 
rearrange his viewpoint or calibrate his selling technique.

ENOUGH! Already... Just don't do it!
--
73
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - -
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Tue Feb 9 11:15:01 CST 1999

------------------------------
From: "Ed Tanton" <n4xy@mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Tube question
Date: Tue, 9 Feb 1999 12:43:39 -0500
Message-ID: <003301be5453$b9e1bbf0$01010101@n4xy>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit

I have-only once over 37 years of HR, seen a tube so old/whatever that not
only was there no 'liquid'
mercury visibly, there wasn't any plating onto the glass/etc. evidence of
it's having been there. I have no idea how it happened, and the vacuum was
still intact. I BELIEVE this was an 816.

72 / 73  Ed  N4XY  email: <n4xy@mindspring.com>

------------------------------
Date: Tue, 9 Feb 1999 12:47:41 -0500 (EST)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Tube question
Message-Id: <Pine.GSO.3.96.990209124656.15965J-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> I have-only once over 37 years of HR, seen a tube so old/whatever that not
> only was there no 'liquid'
> mercury visibly, there wasn't any plating onto the glass/etc. evidence of
> it's having been there. I have no idea how it happened, and the vacuum was
> still intact. I BELIEVE this was an 816.

Hmmm...I just shipped out an 816 an it was swimming in the fluid!

William Donzelli
william@ans.net

------------------------------
Message-ID: <36C07AD1.6F63A889@earthlink.net>
Date: Tue, 09 Feb 1999 10:13:37 -0800
From: Scott Robinson <spr@earthlink.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Rectifiers
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Jack Iverson wrote:


 to expand on the rectifier thread, i will say that the mercury
vapor
>devices , such as the 83 and 82 for the consumer market as well as the
>low power ham and commercial market are very low drop rectifiers.  the
>typical voltage drop is 15 volts.  be it high current or low.  this is
>due to the ionization voltage of mercury vapor. ( barry, where are you?)
> to see a high vacuum tube with the 83 nomenclature was a bit confusing.
>especially since there was not a bit of evidence of mercury in the
>envelope.

and Scott sez:

I find that it's sometimes hard to see the mercury drops.
However, if you
plug it into a tube tester set for it and push 'test' it will
glow purple
if it's got mercury in it.  Same thing would happen in an
equipment socket,
such as one intended for an 80 or 5Z3.

Regards,


Scott Robinson
spr@earthlink.net

Junque is GOOD for you!
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Toob talk..fun, fun, fun...

Anyway, I am searching for some real oddball radar types. Both are RCA
designs. One is an 1960 Gas Switching Tube (sounds like the precursor to
the TR tube). I really have no idea what it looks like, other than from
the hole it lives in a cavity of a radar set. One thing is for sure - it 
ain't normal! 

The other is an 8014-A triode. From what I can tell, it probably is a
clone of the British micropup - an oddie with a big finned brass body with
a glass cylinder thru the center with flying leads out one end and a
threaded connector on the other.

My dreams of finding these two critters (three, actually, as I need a pair
of 8014-As) are probably insane, but you never know if you do not look.

William Donzelli
william@ans.net
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Looking for a couple of xtal calibrators such as used in a SX-100 or
similar. Doesn't matter too much as long as it uses a tube.
Also still looking for main tuning knob for a SX-100.


                    "Nostalgia is a thing of the past"
        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530
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What I have learned from this thread is that when I write *my* novel,
I won't waste much time on research. If you do the research to get the
right answer for the time setting, the further back in time you go,
the fewer people who are going to appreciate it, and the more who think
you got it wrong because it isn't like today's stuff.

Been an interesting thread, though.

Regards,
Bill Hawkins, who tuned his 390 around CX frequencies but heard nothing.
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Hello Barry.

I just spent an hour on the phone with a buddy at Information Services at
work, and with my Lady at work (she does computer things for University of
Wisconsin's I.S. section) re. the HAPPY99.EXE bug.

This is indeed a very new bug. NAI report on it is dated 1 FEB 99.

NAI reports it to be mainly a nuisance bug; no reports of it doing damage.

First, the good news...

For those of us that run older equipment and software (like me...   a fast
486DX133 and Windows 3.1.1, with Compuserve text only software for E-MAIL)
the bug has no effect...   almost. This critter appears to be custom made
to attack Pentiums, Windows 95 and 98, and RichText E-MAIL programs like
Microsoft OUTLOOK.

In my case, HAPPY99.EXE didn't execute; it wound up being read as a text
file in the middle of the BA download. Sort of an easily deleted,
unexploded bomb.


Now, the bad news...

Even if your system didn't do odd things when the E-MAIL came in, it IS
possible that your system became a carrier...   a sort of electronic
Typhoid Mary...   that can infect OTHER systems via E-MAIL.

The bug attaches itself to the WINSOCK32.DLL file in Windows. I got lucky
again; apparently it doesn't attach to the WINSOCK16.DLL  that I run.


To find out if you're infected, the I.S. gang at work recommended the
following...

Do a file search, starting at the root of drive C:, looking for the
following files

SKA.EXE
SKA.DLL
SKA.*
*.SKA

If ya get hits on ANY of them, you've gotta disinfect.


On a personal note, I just wanna thank the %^$^$%#%$#! who decided to
upload this thing to BOATANCHORS. Nothing I like better than wasting a
couple of hours on my day off trying to run down the particulars on a viral
infection.

As if the Y2K paranoia wasn't enuff to deal with...

                                                                           
                     Tom, W9LBB
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Hue
I don't disagree,  but those were probably delivered by submarines. With
thousands of miles of coastlines it was very hard to patrol all of them. I
have read stories about the six spies that were caught, four were executed,
but I'm sure there were a heck of a lot more. Some say three were landed in
Maine and caught walking down the road, lost. Some were in the South. But. I
have heard stories of many others. Some from my own neighborhood about a
landing on a Ct. beach in Westport. The story is too long to go into here but
we watched a part of unfold one night from our livingroom window. There is
still rumored to be a German sub down in Long Island Sound. Maybe? A recent
issue of the mag WW2 has an article of the sinking of a sub a few miles from
Block Island. Still there.
Jack 
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        Bonsoir to All

        The most likely scenario would be the agent using a 

        low power transmitter to communicate with the French

        submarine "Surcouf" which then relayed the message to

        the Free French in France while cruising near the American

        coast.

        The "Surcouf" was one of the largest submarine in the 
        
        world in the late thirties, had an airplane hangar on

        deck and a streamlined gun turret faired over the front
        
        of the conning tower.

        It had escaped from France and had rallied Halifax at the
        
        beginning of WW2.

        Was accidentaly sunk of the American Coasts while

        on patrol, caused quite a stink in diplomatic circles.

        Its sinking was kept secret for some time.

        Andre
johanne
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